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Assistant Commissioner for Patents 

Washington, DC 20231 

SIR: 

Prior to examination, please amend the above-identified application as 
follows: 

CLAIMS : 

Please replace claims 4 and 6 with the following amended claims: 
4. (As Amended) A lighting apparatus comprising: 
a lighting unit including 

a switch device for performing electrical ON-OFF by depressing said 
pushbutton; and 

an EL device including a light-emitting section corresponding to said 
pushbutton provided to at least one of above and under said switch device, 

wherein the light-emitting section of said EL device includes at least one of 
an optically transparent electrode layer and a backplate layer, formed partially on 
an optically transparent insulating base, and both of the layers and a ligjit-emitting 
layer, selectively laminated on the optically transparent insulating base; and 
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1 1 a control circuit, coupled to said lighting unit, for controlling light emission 

12 from said EL device; and 

13 wherein said lighting unit is for illuminating said push button. 

1 6. (As Amended) A lighting apparatus comprising: 

2 a lighting unit including 

3 a switch device for performing electrical ON-OFF by depressing said 

4 pushbutton; and 

5 an EL device including a li^t-emitting section corresponding to said 

Iks;; 

i^^l 6 pushbiittonprovidedtoatleastoneof above and under said switch dev^^^^ 

;|3 7 wherein the light-emitting section of said EL device includes at least one of 

8 an optically transparent electrode layer and a backplate layer, formed partially on 

i j 9 an optically transparent insulating base, and both of the layers and a light-emitting 

10 layer, selectively laminated on the optically transparent insulating base; and 

yj 1 1 a control circuit, coupled to said lighting unit, said control unit for 

O 12 controlling light emission from said EL device; and 

m 

fjj 13 wherein said li^t unit is for illuminating a display device adjacent said 

14 push button. 
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Please add the following new claim: 

8, (Newly Added) A lifting apparatus comprising: 

a control circuit, coupled to said lifting unit, for confroUing light emission 
from said EL device; and 

wherein said lighting unit is for illuminating said push button. 




Lawrence E. Ashery, Reg. No. 34,515 
Attomey for Applicants 

LEA/jam/lm 

Enclosure: Version With Markings Showing Changes Made 
Dated: March 6, 2002 
P.O. Box 980 

Valley Forge, PA 19482-0980 
(610) 407-0700 

The Assistant Commissioner for Patents is 
hereby authorized to charge payment to 
Deposit Account No. 18-0350 of any fees 
associated with this communication. 

EXPRESS MAIL Mailing Label Number: EV 050915514 US 

Date of Deposit: March 6, 2002 

I hereby certify that this paper and fee are being deposited, under 37 C.F.R. § 1.10 and with 
sufficient postage, using the "Express Mail Post Office to Addressee" service of the United States 
Postal Service on the date indicated above and that the deposit is addressed to the Assistant 
Commissioner for Patents. Washington, D.C. 20231 





MAT-8230US 



-4- 



VERSION WITH MARKINGS TO SHOW CHANGES MADE 
CLAIMS : 

1 4. (As Amended) A lighting apparatus comprising: 

2 a lighting unit including 

3 a switch device for performing electrical ON-OFF by depressing said 

4 pushbutton; and 

If 5 an EL device including a light-emitting section corresponding to said 

jsj 6 pushbutton provided to at least one of above and under said switch device, 

i 

i«4 7 wherein the light-emitting section of said EL device includes at least one of 

j|| 8 an optically transparent electrode layer and a backplate layer, formed partially on 

y 9 an optically transparent insulating base, and both of the layers and a light-emitting 

^ 10 layer, selectively laminated on the optically transparent insulating base; and 

^ 11 said lighting uniti as defined in claim 1 or claim 3» for illuminating said 

til 12 pu s hbuttons; and 

' 13 a control circuit, coupled to said lighting unit, for controlling light emission 

14 firom said EL devic e; and 

15 wherein said lighting unit is for illuminating said push button . 

1 6. (As Amended) A lighting apparatus comprising: 

2 said lighting unit» as defined in claim 2^ for illuminating said display device 

3 a lighting unit including 

4 a switch device for performing electrical ON-OFF by depressing said 

5 pushbutton; and 
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6 an EL device including a light-emitting section corresponding to said 

7 pushbutton provided to at least one of above and under said switch device, 

8 wherein the light-emitting section of said EL device includes at least one of 

9 an optically transparent electrode layer and a backplate layer, formed partially on 

10 an optically transparent insulating base, and both of the layers and a light-emitting 

11 layer, selectively laminated on the optically transparent insulating base ; and 

12 a control circuit, coupled to said lighting unit, said control unit for 

13 controlling light emission from said EL devic e; and 

14 wherein said light unit is for illuminating a display device adjacent said 

15 push button . 

Claim 8 has been newly added. 



